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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

. TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

. ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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Method for coupling and 
reorienting optical energy 

between two optical 
waveguides disposed at a 

predetermined angle 
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Fasten waveguide(s) 
to connector(s) 
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Fasten connector(s) to 
housing 
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Fasten first cover with 
mirror to housing by a 
snap fit connection 
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Fasten second cover to 
housing by snap fit 
connection 
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Receive optical energy 
from a first waveguide 



I 



1 



1525 



Expand optical energy 
into collimated beam 
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Propagate collimated 
beam towards mirror 
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Reflect collimated 
optical beam with 
mirror at a 
predetermined angle I 
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Focus collimated beam 
to a predetermined size 
appropriate for second 
optical waveguide 



1545 



Propagate optical energy 
away from the housing in 
the second optical 
waveguide 
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